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NOTE :
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS

A. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT — TRENCHED
B. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT — BORED

C. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT - SLOTTED
D. INSTALL ELECTRICAL HANDHOLE

E. INSTALL NONINVASIVE MICROLOOP PROBE SET

F. EXISTING HANDHOLE TG BE REMOVED BY ROADWAY WIDENING

G. ABANDON EXISTING LOOP DETECTOR

H. ABANDON EXISTING CONDUIT. CAP AT NEAREST HANDHOLE.

J. USE EXISTING CONDUIT
K. USE EXISTING HANDHOLE Q
L. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER z
M. é#g;é%hE24 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR ‘0
N. PRUPUSED.3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT — TRENCHED O
(SEE INTERCONNECT PLANS) /
0. REMOVE EXISTING VEHICULAR TRAFFIC SIGNAL HEAD AND INSTALL NEW LED
VEHICULAR TRAFFIC SIGNAL HEAD IN EXISTING LOCATION.
P. INSTALL VIDEO DETECTION CAMERA ON EXISTING MAST ARM.
Q. REMOVE EXISTING HANDHOLE. STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION
GENERAL NOTES OFFICE OF TRAFFIC & SAFETY
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